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Enjoy the custom look of your new Mustang tank bib! 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 

 
 
 

 
 
 
These steps are guidelines to help you install your new Mustang product. If you 
need further assistance, please call us at 800‐243‐1392 or 413‐668‐1100, Monday 
through Friday 9:00 ‐ 5:30 Eastern or send an e‐mail to 
questions@mustangseats.com or visit our website at www.mustangseats.com. 
 
For care and maintenance of our seats, please go to our website under "Support".  
 
Refers to part numbers: 93221, 93222, 93353, 93354 

Yamaha 
Stryker 2011-15 

Tank Bib 
 

 
 

Installation of Mustang tank bib: 
 
1. Remove the seat and position the bib 
on the tank with the cutout around the 
dash. 
 
 
2. Thread the lower loop of elastic cord 
under the frame at the base of the tank, 
then stretch the loop wide and pull it 
forward over the latch bracket. 
 
 
3. Rest the center of the larger elastic 
cord on the fuel cap. Route the cord 
under the front of both sides of the tank. 
 
 
4. Pull the center of the cord back to the 
rear of the tank, guiding the cord under 
the tank. 
 
 
5. Hook the center of the cord under the 
base of the tank securely. Be sure the 
cord is routed around the latch release 
cable as pictured. 
 
 
6. Re‐install the seat. 
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